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SECTION AT RAIL POST
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/" Aluminum tubing

58 x 2 hex hd. stainless

steel machine bolts with
stainless steel washer

Base of post éha// be sealed

with two component non-staining

gray sealing compound with polysulfide
liquid polymers-gun grade with primer.
(Price included with Aluminum Railing.
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All Aluminum Alloy Extruded Rail shall be supplied in modular lengths
of 30 foot, except at the end of the culvert or over open wingwall joints

where the rail

shall be attached to a minimum of 2 posfts.

All joints in rail shall be spliced per detail.

Provide 1-%" and 2-lg""

Aluminum Shims for 25X of the Posts.

Rail elements shall be parallel to Grade-high spots will be ground and

low spots shimmed.

Railing shall be in accordance with Section 509 of the Standard

. Specifications, except as_noted, and will be pa/d for at the com‘racf unit
. price per foot for ALUMINUM RAILING.
k Aluminum alfoy rail shall conform to ASTM B221 alloy 6061- TG .

or 6351-T5 with min. yield 35,000 psi,. min. tensile 38,000 psi, and elongation

of 10X in 2.

Drilled and grouted anchor bolts may be substituted for the rail anchorage
assembly. - The anchor bolts shall be approved by the engineer.
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Note: All wingwall and headwall e/e‘)afions shall be field verified before fabrication.
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